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The USB 3.0 / USB-C single / dual display docking station is designed for extra connectivity demands. With the docking 
station, you can extend the connection of a computer to more USB peripherals, Ethernet network, the speaker and the 
microphone through one single USB cable.

With the USB B-to-C / A cable, the docking station enables you to connect laptop either USB Type-A or USB Type-C port.

Highlight:
■ Increased productivity by screen extension to multiple 

monitors

■ Supports resolution up to dual 1080p@60Hz

DU31262

■ Compatible with USB 3.0 / 2.0 devices

■ Multi-I / O for USB devices, LAN connectivity, Video and Audio 
ports

Mul�ple DisplayUniversal Dock Mul�-I/O

USB 3.0 / USB-C 
Dual Display Docking Station
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Specification:

Application:
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* Specification is subject to change without notice.

Gigabit Ethernet 

HDMI x 2
(1080p@60Hz)

DC IN

USB-A 2.0 x 4

USB-A 3.1 Gen1 x 2

HDMI

HDMI

Speaker & Microphone

Upstream USB-B 3.0 1 

Downstream 
USB-A 3.1 Gen 1 2 (one port supports BC1.2) 

USB-A 2.0 4 

Video Input 2 x HDMI 1.3  

Max. Resolution Dual display up to 1080p@60Hz 

LAN Port Gigabit Ethernet 

Power Source Self-powered 

Power Adapter 5V/4A 

Dimension (L x W x H) 187.85 x 76.9x 31.08 mm 

 

USB Cable bundled                                           USB B-to-C / A Cable 1m

USB Upstream
USB-A or USB-C

USB B-to-C/A 
cable




