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USB-C MST PD Dock
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Tel: 886-2-8919-1200     Fax: 886-2-8919-1220~1   

The USB-C MST PD Dock is designed for extra connectivity demands. With the USB-C dock, you can 
extend the connection of a computer to more USB peripherals, Ethernet network, the speaker and the 
microphone via USB-C interface. Feel free to plug in upside down for USB-C plug is reversible.
Adopting PD Charging technology, upstream charging function through USB-C interface, you can 
charge the connected laptop. With the built-in USB 3.0 ports, the dock enables you to enjoy the super 
speed data transmission between USB peripherals.
With the DP or HDMI ports, you can mirror your primary screen, or extend the content. When the 
system supports MST mode, you can display identical or different content on the external monitors as 
you wish. Enhanced expansion capability plus the stylish appearance, this dock with video is the most 
versatile accessory that also complements your home or office space.
*Incorporates HDMI® technology.

Specifications

■  PC with USB-C interface supporting VESA 
    USB Type-C DisplayPort Alt Mode
■  Supported Operating System
     – Windows® 10

* Specification is subject to change without notice.

■  USB-C MST PD Dock
■  USB-C Cable
■  Power Adapter
■  User’s Manual

■ USB-C Input
– USB Type-C female connector
– Upstream PD powered, supports up to 60W
– Supports VESA USB Type-C 
   DisplayPort Alt mode

■ Downstream Output
– USB 3.0 Type-A female x3 
   (One port supports BC 1.2 & CDP)
– USB 3.0 Type-C female x1 

User Interface 

Upstream  USB-C female connector 

Downstream 

 DP female connector x1 
 HDMI female connector x1 
USB 3.0 female connector x4 (3A1C), one port supports  
BC 1.2/CDP 

 USB-C Power input port x1 (60W) 
 RJ45 connector x1 
 Como Audio Jack (IN/OUT) 

Power Button 
Switch  Yes 
Supply  Self-Powered: DC Jack x1, 20V/5A AC/DC Power adapter 

Working 
Environment 

Operation Temperature  0~40  
Storage Temperature  -20~70  

Compliance CE, FCC 

MST Application

■ Video output
– Single display, either one video output

• DP output: Supports resolution up to 
      3840x2160@30Hz

• HDMI output: Supports resolution up to 
      3840x2160@30Hz
– Dual display

• Supports resolution up to   
      1920x1200@60Hz

■ Supports audio 2.1 channel
■ Supports Gigabit Ethernet
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